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January 23, 2006

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Applications for Permit to Drill: 1-17-9-16, 2-17-9-16, 7-17-9-16, 8-17-9-16,
9-17-9-16, 10-17-9-16, 11-17-9-16, 12-17-9-16, 13-17-9-16, and 15-17-9-16.

Dear Diana:

Enclosed find APD's on the above referenced wells. If you have any questions, feel free
to give either Shon Mckinnon or myself a call.

Mandie Crozier
Regulatory Specialist

me
enclosures

RECE!VED
JAN24 2006

DN.0F0lL,GAS&iviiNING

Newfield Exploration Company Route 3 Box 3630 Myton, UT84052 (435) 646-3721 Fax (435)
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Fonn 3160-3 FORM APPROVED
(September 2001) OMB No. 1004-0136

UNITED STATES
Expires Jamiary 31, 2004

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-52018

APPLICATION FOR PERMIT TO DRILL OR REENTER
6. IfIndian,AllotteeorTribeName

N/A

la. Type of Work: DRILL Ü REENTER
7. If Unit or CA Agreement, Name and No.

N/A
8. Lease Name and Well No.

Ib. TypeofWe11: OilWell Ü GasWell Ü Other Ü SingleZone O MultipleZone
.

Federal11-17-9-16

2. Name of Operator 9. API Well No.
Newfield Production Company 30 136 3_O3

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory

Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11.ii. T., R., M., or BIk.and Survey or Area

At surface NEISW 2022' FSL 1854' FWL 59z9tex VD,ef4 a ?
At proposed prod. zone Û.

NE/SW Sec. 17, T9S Ri6E

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximatley 15.6 miles southwest of Myton, Utah Duchesne UT
15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 618' f/lse, NA' flunit 640.00 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1289' 6030' UTBooo192

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

6001' GL 1st Quarter 2006 Approximately seven (7) days from sputt to rig release.

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shallbefiledwiththeappropriateForestServiceOffice). 6. Such other site specific mformation and/or plans as may be required by the

le

a orizedofficer.

Date1/23/06

Regulatory pe a t
A ed by i Name (Printed/Typed) Date

Title
BRAD Y G. HILL

ENVIRONJÝI AL SCIENTIST III

Application approval does not warrant or certify tÏ1ethe applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Canditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any departínent or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
*(Instructions on reverse)

RECEIVED

Federal Approvalof this

Action Is



T9S, Ri6E, S.L.B.&M. NERZD PRODUCTIONCOMPANY
2640.94' (Measured) N89 50'W - 80.02 (G.L.O.) WELL LOCATION, 9 MILE 11-17-9-16,

N8950'W G.L.O. (Bosis of Beorings) NB9°44'OJ"W
- 2643.21' (Meas.) LOCATED AS SHOWN IN THE NE. 1/4 SW

År'osscap "
's",ss c 1/4 OF SECTION 17, T9S, R16E,

S.L.B.&M. DUCHESNE COUNTY, UTAH.

BAR SCALE

‡ELL LOCA1/0N:
9 h//LE 11-17-9-16
ELEV UNGRADED GROUND = 6007.x N

1910
Brass Cap 1910 Brass Cap

to THIS IS TO CERTIFY THA WAS
INDOW PREPARED FROM FIELD RVEYS

I I MADE BY ME OR UN THAT
--- - --- - - - -- - --- -

THE SAME ARE TRU RRECT T TH T OF
MY KNOWLEDGEAN gi .No.189377

TCYW.

REGIS D LA
REGIS A N o.
STATE F1910 1910 191o E OFBrass Cap Brass Cap Brass Cap

NB950'10"W - 2641.05' (Meas.) NB955'OJ"W - 2641.33' (Meos.) '
TRI STATELANDSURVEYING& CONSULTING

N89 57'W - 80.00 (G.L.O.) 180 NORTH VERNAL AVE. - VERNAL, UTAH 84078
(435) 781-2501

|
9 Mile 11-17-9-16 DATE SURVEYED:

= SECTION CORNERS LOCATED (Surface Location) NAD 8J 12-12-05 SURVEYED BY; K.S.

LAT/TUDE =
40° 01' 45.15" DATE DRAWN:

DRAWN BY: M.WBASIS OF ELEV; LONGITUDE=
110° 08' 45.60" 12-30-05

U.S.G.S. 7-1/2 min QUAD (MYTON SW) REVISED: SCALE: 1" =
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NEWFIELD PRODUCTION COMPANY
FEDERAL #11-17-9-16

NE/SW SECTION 17, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

DRILLING PROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 2590'
Green River 2590'
Wasatch 6030'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 2590' - 6030' - Oil

4. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXILIARY SAFETY EOUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND COR1NG PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORK4L PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

Please refer to the Monument Butte Field
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NEWFIELD PRODUCTION COMPANY

FEDERAL #11-17-9-16
NE/SW SECTION 17, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site Federal #11-17-9-16 located in the NE
1/4 SW 1/4 Section 17, T9S, R16E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles ± to the junctionof this
highway and UT State Hwy 53; proceed southwesterly - 10.9 miles + to it's junctionwith an
existing road to the southeast; proceed southeasterly - 1.5 miles ± to it's junctionwith an
existing road to the northeast; proceed northeasterly - 0.3 miles ± to it's junctionwith the
beginning of the proposed access road; proceed northeasterly along the proposed access road -

1410' ± to the proposed well location.

2. PLANNED ACCESS ROAD

See Topographic Map "B" for the location of the proposed access road.

3. LOCATION OF EXISTING WELLS

Refer to Exhibit "B".

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

All permanent surface equipment will be painted Carlsbad Canyon.
Please refer to the Monument Butte Field Standard Operating Procedure (SOP).

5. LOCATION AND TYPE OF WATER SUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit "A".

6. SOURCE OF CONSTRUCTION MATERIALS

Please refer to the Monument Butte Field SOP.

7. METIÌODS FOR HANDLING WASTE DISPOSAL

Please refer to the Monument Butte Field SOP.

8. ANCILLARY FACILITIES

Please refer to the Monument Butte Field SOP.
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9. WELL SITE LAYOUT

See attached Location Layout Diagram.

10. PLANS FOR RESTORATION OF SURFACE

Please refer to the Momunent Butte Field SOP.

11. SURFA CE OWNERSHIP - Bureau Of Land Management

12. OTHER ADDITIONAL INFORMATION

The Archaeological Resource Survey and Paleontological Resource Survey for this area are
attached. Arch Report #1030-01, 4/23/98. Paleontological Resource Survey prepared by, Wade
E. Miller, 11/10/05. See attached report cover pages, Exhibit "D".

For the Federal #11-17-9-16 Newfield Production Company requests 1410' of disturbed areabe
granted in Lease UTU-52018 to allow for construction of the proposed access road. Refer to
Topographic Map "B". The proposed access road will be an 18' crown road (9' either side of
the centerline) with drainage ditches along either side of the proposed road whether it is deemed
necessary in order to handle any run-off from normal meteorological conditions that are
prevalent to this area. The maximum grade will be less than 8%. There will be a culvert required
along this access road as deemed needed. There will be barrow ditches and turnouts as needed
along this road. There are no fences encountered along this proposed road. There will be no new
gates or cattle guards required. All construction material for this access road will be borrowed
material accumulated during construction of the access road.

Newfield Production Company requests 1410' of disturbed area be granted in Lease UTU-52018
to allow for construction of the proposed gas lines. It is proposed that the disturbed area will be
50' wide to allow for construction of a 6" gas gathering line, and a 3" poly fuel gas line. Both
lines will tie in to the existing pipeline infrastructure. Refer to Topographic Map "C." For a
ROW plan of development, please refer to the Monument Butte Field SOP.

Newfield Production Company requests 2870' of disturbed area be granted in Lease UTU-52018
to allow for construction of the proposed water lines. It is proposed that the disturbed area will be
50' wide to allow for construction of a buried 3" steel water injection line and a buried 3" poly
water return line. Refer to Topographic Map "C." For a ROW plan of development, please
refer to the Monument Butte Field SÓP.

Water Disposal
Immediately upon first production, all produced water yvill be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte,
Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7,
T9S R19E) or at State of Utah approved surflice disposal facilities.

Threatened, Endangered, And Other Sensitive Species
Sage Grouse: If new construction or surface disturbing activities are scheduled to occur between
March 1 and June 30, detailed surveys of the area within 0.5 mile of the proposed location must
be conducted to detect the presence of sage grouse. All surveys must be conducted in accordance
with the smvey protocols outlined in the most recent USFWS Survey Protocol. Surveys must be
completed prior to initiating new construction or surface disturbing activities. In the event
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this well becomes a producing well, it must be equipped with a multi-cylinder engine or hospital
muffler to reduce noise levels.

Mountain Plover: If new construction or surface disturbing activities are scheduled to occur
between May 1 and June 15, detailed surveys of the area within 0.5 mile of the proposed location
and within 300 feet of proposed access routes must be conducted to detect the presence of
mountain plovers. All stuveys must be conducted in accordance with the survey protocols
outlined in the most recent USFWS Stuvey Protocol. Surveys must be completed prior to
initiating new construction or surface disturbing activities. No new construction or surface
disturbing activities will be allowed between March 15 and August 15 within a 0.5 mile radius of
any docmnented mountain plover nest site.

Reseive Pit Liner
A 12 mil liner with felt is required. Please refer to the Monument Butte Field SOP.

Location and Reserve Pit Reclamation
Please refer to the Monument Butte Field SOP.

The following seed mixture will be used on the topsoil stockpile, to the recontoured surface of the
reserve pit, and for final reclamation: (All poundages are in pure live seed)

Crested Wheatgrass Agropyron Cristatum 12 Ibs/acre

Details of the On-Site Inspection
The proposed Federal #11-17-9-16 was on-sited on 10/25/05. The following were present; Shon
Mckinnon (Newfeild Production); Byron Tolman (Bureau of Land Management), and Todd
MaGrath (Bureau of Landmanagement). Weather conditions were clear and ground cover was
100% open.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative
Name: Shon Mckinnon
Address: Route #3 Box 3630

Myton, UT 84052
Telephone: (435) 646-3721

Certification

Please be advised that NEWFIELD PRODUCTION COMPANY is considered to be the
operator of well #11-17-9-16 NE/SW Section 17, Township 9S, Range 16E: Lease UTU-52018
Duchesne County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident
#4488944.

I hereby certify that the proposed drillsite and access route have been inspected, and I
am familiar with the conditions which currently exist; that the statements made in this plan are
true and correct to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

1/23/06
Date Mandie Crozier

Regulatory Specialist
Newfield Production



NEWF LD PRODUCTION C IPANY
9 MILE 11-17- 9-16

Section 17, T9S, Ri6E, S.L.B.&M
N

PROPOSED ACCESS
ROAD (Max 6% Grade)

/0.J
4

STA. 2+90 Q ff . Top of
cut slope

ROUND CORNER TO 5
A VO/DEXCESS CUT

S 2+22 •Ö

2' Berrn Around Fill
Portion of Location

RE VE

F/6.4 12 '
- te ee

STA. 1+60

C/6. 6

WELLHEAD:
UNGRADED = 6001. J'
E/N. GRADE = 5998.1'

R,50'
MATER L

ROUND CORNER TO
AVO/DEXCESS E/LL

.
STA. 0+00 •

REFERENCE POINTS
210' EAST = 5989.8'
260' EAST = 5987.2'
PROPOSED ROAD = 5985.3'
PROPOSED ROAD = 5995.5'

SURVEYED Ðñ K.S SCALE: 1" = 50' re State (662 7"'-2

La,nd Surveying Inc
DRAWN BK M. W DA TE: 12-30-2005

\ 180 NORTH VERNALAVE. VERNAL,UTAH



NE¾IELD PRODUCTI0AOMPANY
CROSS SECTIONS

9 MILE 11-17- 9-16

II ..---

-'

I I

1" = 50' SM. 2+90

----

~ I

o -----

Il

1" = so' SM. 2+22

EX/STING
GRADE -

-"'

E/N/SHED GRADE

HO

1" = so' SM. 1+60

1" = so' SM. 0+00 ESTIMATED EARTHWORK QUANTITIES
(No Shrink or swell adjustments have been used)

(E×pressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOIL EXCESS

NOTE: PAD 6,340 6,340 TOPeoll is 0
UNLESS OTHERWISE NOTED

not included
PIT 640 0 in Pad Cut 640

ALL CUT/FILL SLOPES ARE
AT 1.5:1 TOTALS 6,980 6,340 1,147 640

SURVEYED BE ÆS. SCALE: 1" = 50' ri State (4J5) 7&-2501

La,nd Surveytng Inc.
DRAWN BK M. W DATE: 12-30-2005

\ 180 NORTH VERNAL AVE. VERNAL, UTAH
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ALLE IS

Proposed Location
9 MIIe 11-17

See Tapa B

o.smi.)

L smd -

(435) 781-2801
' 100 Norlh Wrnal Ave Vernal, Utah 84070

9 MIIe 11-17-9-16 - ,, ... . -. . -

SEC. 17, T9S, R16E, S.L.B.&M = · = " "A"E I i
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4390

I

I

-64379 0 1
,isor

o.a

-----mass Legend

Existing Road
Proposed Access

\ (435) To 2501
100 NorthVomal Ave. Vernal Utah 64078

9 MIIe 11-17-9-16 . -

SEC.17,T9S, R16E, S.L.B.&M. •= .. - · ngn
9 i I
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L
L

Proposed Location|
9 Mile 11-17- - L

T n at Existing
as Plpell

,150

2 610'
Tie In at Existk g

Waterline

gell

436) 781-2501 -- Ima= • - Proposed Water Line

180 North Vemal Ave. Wmal. Utah84070

9 Mlle 11-17-9-16 ,,, . -. - - -

SEC. 17, T9S, Ri6E, S.L.B.&M. · = - ngn
i I
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A CULTURAL RESOURCE SURVEY OF THE SOUTH WELLS DRAW UNIT,

DUCHESNE COUNTY, UTAH

by

Ann Polk
and

Danielle Diamond

Prepared for:

Inland Production Company
P.O. Box 790233

Vernal, Utah 84079-0233

Prepared by:

Sagebrush Consultants, L.L.C.
3670 QuincyAvenue, Suite 203

Ogden, Utah 84403

Under Authority of Cultural Resources Use Permit No. 97-UT-54630

and

Utah State Antiquities Permit No. U-97-SJ-0780b.

Archaeological Report No. 1030-0l

April 23,
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NEWFIELD ËRODUCTION COMPANY

PALEONTOLOGICAL FIELD SURVEY OF PROPOSED
PRODUCTION DEVELOPMENT AREAS,

DUCRESNE COUNTY, UTAH

Section 8, T 9 S, R 16 E [SW 1/4 & SE 1/4, NE 1/4; and SE 1/4]; Section 17, T 9 S, R 16 E
[NE 1/4; NE 1/4, NW 1/4 & SW 1/4, SE 1/4; NE 1/4, NW 1/4, & SW 1/4, SW 1/4]; Section
19, T 9 S, R 16 E [entire section]; Section 20, T 9 S, R 16 E [excluding NW 1/4, NE .1/4; and

NW 1/4 & SE 1/4, NW 1/4]; Section 21, T 9 S, R 16 E [excluding NE 1/4 & NW 1/4, NE 1/4]

REPORT OF SURVEY

Prepared for:

Newrield Production Company

Prepared by:

Wade E. Miller
Consulting Paleontologist

November 10,



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 01/24/2006 API NO. ASSIGNED: 43-013-33034

WELL NAME: FEDERAL 11-17-9-16

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NESW 17 0905 160E .Tech Review Initials Date
SURFACE: 2022 FSL 1854 FWL

BOTTOM: 2022 FSL 1854 FWL Engineering

COUNTY: DUCHESNE Geology
LATITUDE: 40.02922 LONGITUDE: -110.1453

UTM SURF EASTINGS:572928 NORTHINGS: 4431140 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-52018 PROPOSED FORMATION: GRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

v/ Plat R649-2-3.

of Bond: Fed[1] Ind[] Sta[] Fee[] ,Unit:
(No. UTB000192 )

Potash (Y/N) y/ R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells

Water Permit R649-3-3. Exception

(No. MUNICIPAL )
RDCC Review (Y/N)

Drilling Unit

(Date: ) Board cause No:
Eff Date:

Fee Surf Agreement (Y/N) Siting:

FL Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS: e a

STIPULATIONS: \L
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OPERATOR: NEWFIELD PROD CO (N2695)

SEC: 17 T. 9S R. 16E

FIELD:MONUTMENT BUTI'E (105)

COUNTY: DUCHESNE

SPACING: R649-3-2 / GENERAL SITING Wells Status
GAASyO GOEN Utah OilGas and Mining

X LOCATION ABANDONED
NEW LOCATION

Field Status Unit Status PLUGGED & ABANDONED
ABANDONED EXPLORATORY PRODUCING GAS
ACH VE GN PST LHGE e PRHODUCIN OIL

COMBINED NF SECONDARY
. SHUT-IN OIL

INACTIVE NODING )s( TEMP. ABANDONED
PROPOSED

PP GAS o TEST WELL

N TED PP GEOTHERML A WATER INJECTION 5
PP OIL WATER SUPPLY PREPARED BY: DIANA WHITNEY
SECONDARY \ WATER DISPOSAL DATE: 26-jAN UARY-2006
TERMINATED .
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JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah January 26, 2006
Department of

Natural Resources
MICHAEL R. STYLER

ExecutiveDirector
Newfield Production Company

Division of Rt. #3, Box 3630
Oil, Gas & Mining Myton, UT 84052

JOHN R. BAZA
Division Director

Re: Federal 11-17-9-16Well, 2022' FSL, 1854' FWL, NE SW, Sec. 17, T. 9 South,
R. 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-33034.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office

1594 West NorthTemple, Suite 1210, PO Box 145801, SaltLake City, UT 84114-5801
telephone (801) 538-5340•facsimile (801) 359-3940 •TTY (801) 538-7458
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Operator: Newfield Production Company

Well Name & Number Federal 11-17-9-16

API Number: 43-013-33034
Lease: UTU-52018

Location: NE SW Sec._17_ T. 9 South R. 16 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger thanthe quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the
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UNITED STATES
Expires January 31. 2004

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-52018

APPLICATION FOR PERMIT TO DRILL OR REENTER
6. Iflndian, AllotteeorTribeName

N/A

7. If Unit or CA Agreement, Name and No.
la. TypeofWork: DRILL Ü REENTER N/A

8. Lease Name and Well No.

Ib. Type of Weil: Oil Well Ü Gas Well O Other Single Zone Multiple Zone Federal 11-17-9-16

Name of Operator 9. API Well No.

Newfield Production Company (g egga gggg
3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory

Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

& Location ofWell (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk. and Survey or Area

At surface NE/SW 2022' FSL 1854' FWL
NE/SW Sec. 17, T9S R16E

At proposed prod, zone

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Appro×imatley 15.6 miles southwest of Myton, Utah Duchesne | UT
15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 618' flise, NA' flunit 640.00 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file

to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1289' 6030' UTBOOO192

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

6001' GL 1st Quarter 2006 Approximately seven (7) days from spuri to ng release.

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands. the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office).
6. Such other site specific mformation and/or plans as may be required by the

le

zed officer.

1/23/06

Regulatory Specialist

Approved by (Signc ure) Name (Printed/Typed) Date

Title ASSÍStant Field Manager omce

Application approval doesnot warrant or certify the the applicant holds legalor equitable title to those rights in the subject lease which would entitle the applicant to conduct

operations thereon.
Conditions of approval. if any. are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United

States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

*(Ins u:lions on reverse)

OF cEIVED
A AUG10 2006
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UNITED STATES DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT
VERNAL FIELD OFFICE

- 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Newfield Production Company Location: NWSE, Sec. 17, T9S, R16E
Well No: Federal 11-17-9-16 Lease No: UTU-52018
API No: 43-013-33033 Agreement: N/A

Petroleum Engineer: Matt Baker Office: 435-781-4490 Cell: 435-828-4470
Petroleum Engineer: Michael Lee Office: 435-781-4432 Cell: 435-828-7875
Supervisory Petroleum Technician: Jamie Sparger Office: 435-781-4502 Cell: 435-828-3913
Environmental Scientist: Paul Buhler Office: 435-781-4475 Cell: 435-828-4029
Environmental Scientist: Karl Wright Office: 435-781-4484
Natural Resource Specialist: Chris Carusona Office: 435-781-4441
Natural Resource Specialist: Holly Villa Office: 435-781-4404
Natural Resource Specialist: Melissa Hawk Office: 435-781-4476
Natural Resource Specialist: Scott Ackerman Office: 435-781-4437
Natural Resource Specialist: Nathaniel West Office: 435-781-4447
After hours contact number: (435) 781-4513 FAX: (435) 781-4410

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the
applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including
Surface and Downhole Conditions of Approval. The operator is considered fully responsible for the actions
of his subcontractors. A copy of the approved APD must be on location during construction, drilling, and
completion operations. This permit is approved for a one-year period. An additional year extension
may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location
(Notify Chris Carusona) and access roads.

Location Completion - Prior to moving on the drilling rig.
(Notify Chris Carusona)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Jamie Sparger SPT) cementing all casing strings.

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure
(Notify Jamie Sparger SPT) tests.

First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production

for more than ninety (90)
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SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

DRILLlNG AND CONSTRUCTION

All applicable local, state, and/or federal laws, regulations, and/or statutes must be complied
with.

Prior to construction the operator must consult with the U.S. Army Corps of Engineers regarding
compliance with Section 404 of the Clean Water Act.

In accordance with the Migratory Bird Treaty Act if a nest is found the operator shall suspend all
operations in the immediate area of such discovery until written authorization to proceed is
issued by the authorized officer.

Construction related trafficshall be restricted to approved routes. Cross-country vehicle travel
shall not be allowed.

Ifadditional erosion occurs during the life of this project, more culverts, low water crossings,
berms, wing ditches or etc. may be needed to control the erosion. The operator shall submit a
proposal to control erosion to the BLM.

The reserve pit shall be double lined with felt and a 12 ml or greater liner.

No vehicle travel, construction or routine maintenance activities shall be performed during
periods when the soil is too wet to adequately support vehicles and/or construction equipment. If
such equipment creates ruts in excess of four inches deep, the soil shall be deemed too wet to
adequately support construction equipment.

The liner is to be cut at the level of the cuttings or treated to prevent the reemergence of the pit
liner and pit material to the surface or its interference with long-term successful re-vegetation.
Any excess liner material removed from the pit is to be disposed of at an authorized disposal
site.

When the reserve pit contains fluids or toxicsubstances, the operator must ensure that animals
do not ingest or become entrapped in pit fluids.

Drillcuttings and mud shall remain in the reserve pit until DRY. The reserve pit must be free of
oil and other liquid and solid wastes, allowed to dry, be pumped dry, or solidified in-situ prior to
filling. The reserve pit shall not be "squeezed," (filled with soil while still containing fluids) or
"cut" (puncturing the pit liner while still containing fluids to allow pit fluids to drain from the pit).

Prevent fill and stock piles from entering drainages.

CULTURAL AND PALEONTOLOGICAL RESOURCES STIPULATION.

Any cultural and/or paleontological resource (historic or prehistoric site or object or fossil)
discovered by the holder, or any person working on his behalf, on public or Federal land shall be
immediately reported to the authorized officer. Holder shall suspend all operations in the
immediate area of such discovery until written authorization to proceed is issued by the
authorized officer. An evaluation of the discovery shall be made by the authorized officer to
determine appropriate actions to prevent the loss of significant cultural or scientific values.
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holder shall be responsible for the cost of evaluation and a decision as to proper mitigation
measures shall be made by the authorized officer after consulting with the holder.

The access road shall be crowned and ditched. Flat-bladed roads are NOT allowed.

Notify the Authorized Officer 48 hours prior to surface disturbing activities.

Following well plugging and abandonment, the location, access roads, pipelines, and other
facilities shall be reclaimed. All disturbed surfaces shall be reshaped to approximate the original
contour; the top soil respread over the surface; and, the surface revegetated. The surface of
approved staging areas where construction activities did not occur may require disking or
ripping and reseeding.

Noxious weeds and any undesirable plants, as determined by the BLM, shall be controlled by
the operator. The operator shall submit a pesticide use proposal to control weeds if they
develop on the location or access road.

Trees must be removed from the location; must be piled separately off location; and saved for
final reclamation purposes.

INTERIM RECLAMATION

Where possible, strip six inches of topsoil from the location as shown on the cut sheet. After the
well is completed, the topsoilshall be spread and re-contoured on the location and immediately
seeded with the seed mix below. Topsoil shall not be piled deeper than 2 feet.

Interim Reclamation Seed Mixfor location:
Crested wheat grass Agropryon cristatum 4 lbs/acre
Per Live Seed Total 4 lbslacre

Certified weed free seed and straw shall be used for final and interim reclamation. The operator
shall submit a receipt with certification for the seed and any straw used on location.

The topsoil from the reserve pit should be stripped and piled separately near the reserve pit.
When the reserve pit is closed it should be re-contoured, then the area should be seeded in the
same manner as the topsoil.

There shall be no primary or secondary noxious weeds in the seed mixture.

The above listed seed mixshall be used to seed all unused portions of the pad including the
topsoiland stock piles, and the reserve pits. Re-seeding may be required if the first seeding is
not successful.

The seed shall be drilled or disked into the ground or hand broadcast onto the ground. Planting
depth shall not exceed one-half inch using a seed drill. Ifthe seed is hand broadcast then the
seed mixture shall be doubled and the area raked or chained to cover the seed. Seeding shall
be conducted in
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COMPLETION AND PRODUCTION

All Blow back fluids from completion operations shall be contained in such a manner that no oil
reaches the reserve pit.

During all road building, pad construction, drilling, wellcompletion, producing and abandonment
activities, all gasoline, diesel powered equipment used must be equipped with approved spark
arresters or mufflers.

The dikes for the production facilities will be constructed of compacted subsoil, be impervious,
hold 110% the capacity of the largest tank with (one) 1 foot of freeboard and be independent of
the backcut. All galvanized material used for dikes shall be painted on the inside and outside.
Dikes shall be installed before production starts. Diking of the entire location will only be used
as a secondary means of containment.

Production facilities (including dikes) shall be placed on cut and a minimumof 20' from the toe
of the backcut.

Pesticides may not be used to control undesirable woody and herbaceous vegetation, aquatic
plants, insects, rodents, trash fish, etc., without the prior written approval of the BLM. A request
for approval of planned uses of pesticides shall be submitted 4 months prior to the proposed
starting date.

No production pits shall be allowed on the location.

Load outs shall be inside the dike. A drip barrel shall be installed under the end of the loadout
line.

All production facilities, i.e. pump, pump house, storage tanks, oil-waterseparator, galvanized
dikes, propane tanks, etc. shall be painted with a lusterless color (see well stipulations for color
specific to each well). All facilities shall be painted withintwelve(12) months of installation.

The well location shall be maintained in a clean environmentally friendly manner, using good
house keeping practices.

Equipment not being used for production shall not be stored on the well location.

All oil and chemical barrels shall be labeled and have a spill containment device to protect soils
from possible contamination.

ABANDONED WELL - FINAL RECLAMATION

A sundry notice shall be submitted to the BLM prior to abandonment, a final reclamation seed
mixshall be designated at the time the sundry is approved.

The cut and fillslopes shall be recontoured to originalcontours. The entire disturbed area shall
then be back-filled with topsoil, landscaped, seeded and fenced to exclude livestock. The fence
shall remain in place. It shall be removed prior to approval of final abandonment.

The seed shall be drilled or hand broadcast and harrowed into the ground during September of
the year following earthwork for initial or final reclamation. Planting depth shall not exceed one-
half inch using a seed drill. Weed free mulch shall also be applied to the planting
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sufficiently to uniformly cover 80% of the seeded area. Hydroseeding and mulchingcan also be
used, but seeding rates will need to be doubled.

When seeding Artemsia spp or shrubs broadcast seed and chain the area.

Final reclamation shall be a stage process.

If invasive or undesirable species are present in the area the location to be reclaimed willbe
sprayed with a pesticide in fall preferably October. (pesticide determined by the Vernal Field
Office).

30 days after treatment drill seed the location with 4 lbs/acre Crested wheatgrass.

Once the desired pioneer species has established (2 yrs +) the seeded area shall be sprayed in
a mosaic pattern with the above determined pesticide.

Reseed within 30 days with an approved native final reclamation seed mix.

Final reclamation willbe considered complete once desired plants are > 5 plants per square
meter and invasive or un-desirable species are < 100 plants per square meter.

Paint olive drab. 6" and 4" surface poly gas lines, 3" buried poly water return line and 3" steel
buried water injection
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DOWNHOLE CONDITIONSOF APPROVAL

AII provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

SITE SPECIFIC DOWNHOLE CONDITIONS OF APPROVAL
• None

DRILLINGICOMPLETIONIPRODUCINGOPERATINGSTANDARDS
• There shall be no deviation from the proposed drilling, completion, and/or workover program

as approved. Safe drilling and operating practices must be observed. Allwells, whether
drilling, producing, suspended, or abandoned, shall be identified in accordance with 43 CFR
3162.6. There shall be a sign or marker withthe name of the operator, lease serial number,
well number, and surveyed description of the well. Any changes in operation must have
prior approval from the BLM, Vernal Field Office Petroleum Engineers.

• The spud date and timeshall be reported orally to Vernal Field Officewithin 24 hours of
spudding.

• Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24
hours in advance of casinq cementing operations and BOPE & casinq pressure tests.

• Blowout prevention equipment (BOPE) willremain in use until the well is completed or
abandoned. Closing unit controls must remain unobstructed and readily accessible at all
times. Choke manifolds must be located outside of the rig substructure.

• All BOPE components will be inspected daily and those inspections shall be recorded in the
daily dri\\\ng report. Components shall be operated and tested as required by Onshore Oil &
Gas Order No. 2 to insure good mechanical working order. All BOPE pressure tests must
be performed by a test pump with a chart recorder and by the rig pumps. Test must be
reported in the driller's log.

• BOP drills must be initially conducted by each drilling crew within 24 hours of drilling out
from under the surface casing and weekly thereafter as specified in Onshore Oil & Gas
Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressivelfresh hard-banded drill pipe shall be used within casing.

• All shows of fresh water and minerals will be reported and protected. A sample will be taken
of any water flows and a water analysis furnished the BLM, Vernal Field Office. Alloil and
gas shows will be adequately tested for commercial possibilities, reported, and protected.

• No location will be constructed or moved, no well will be plugged, and no drilling or workover
equipment wil\ be removed from a well to be placed in a suspended status without prior
approval of the BLM, Vernal Field Office. 1foperations are to be suspended for more than
30 days, prior approval of the BLM, Vernal Field Office must be obtained and notification
given before resumption of
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• Chronologic drilling progress reports must be filed directly with the BLM, Vernal Field Office
on a weekly basis in sundry, letter format or e-mail to the Petroleum Engineers until the well
is completed.

• Any change in the program must be approved by the BLM, Vernal Field Office. "Sundry
Notices and Reports on Wells" (Form BLM 3160-5) must be filed for all changes of plans
and other operations in accordance with 43 CFR 3162.3-2.

• Emergency approval may be obtained orally,but such approval does not waive the written
report requirement. Any additional construction, reconstruction, or alterations of facilities,
including roads, gathering lines, batteries, etc., which willresult in the disturbance of new
ground, willrequire the filing of a suitable plan pursuant to Onshore Oil & Gas Order No. 1 of
43 CFR 3164.1 and prior approval by the BLM, Vernal Field Office.

• In accordance with 43 CFR 3162.4-3, this well must be reported on the "Monthly Report of
Operations" (Oil and Gas Operations Report ((OGOR)) starting with the month in which
operations commence and continue each month untilthe well is physically plugged and
abandoned. This report shall be filed in duplicate, directly with the Minerals Management
Service, P.O. Box 17110, Denver, Colorado 80217-0110, or call 1-800-525-7922 (303) 231-
3650 for reporting information.

• Whether the well is completed as a dry hole or as a producer, "WellCompletion and
Recompletion Report and Log" (BLM Form 3160-4) will be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys or
data obtained and compiled during the drilling, workover, and/or completion operations, will
be filed on BLM Form 3160-4. Submit with the well completion report a geologic report
including, at a minimum, formation tops, and a summary and conclusions. Also include
deviation surveys, sample descriptions, strip logs, core data, drill stem test data, and results
of production tests if performed. Samples (cuttings, fluid, and/or gas) will be submitted only
when requested by the BLM, Vernal Field Office.

• Please submit an electronic copy of all logs run on this well in LAS format to
UT_VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM. The cement bond log must be submitted in raster
format (TIF, PDF other).

• Alloff-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the BLM, Vernal Field Office.

• All measurement points shall be identified as point of sales or allocation for royalty
determination prior to the installation of facilities.

• Oil and gas meters will be calibrated in place prior to any deliveries. The Field Office
Petroleum Engineers will be provided with a date and time for the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports will be
submitted to the BLM, Vernal Field Office. All measurement facilities will conform to the API
standards for liquid hydrocarbons and the AGA standards for natural gas measurement.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be
submitted to the BLM, Vernal Field Office within 30 days of installation or first
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whichever occurs first. All site security regulations as specified in Onshore Oil & Gas Order
No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon storage tanks
will be effectively sealed in accordance with Onshore Oil & Gas Order No. 3.

• This APD is approved subject to the requirement that, shall the well be successfully
completed for production, the BLM, Vernal Field office must be notified when it is placed in a
producing status. Such notification will be by written communication and must be received
in this office by not later than the fifth business day following the date on which the well is
placed on production. The notificationshall provide, as a minimum, the following
informational items:

o Operator name, address, and telephone number.
o Well name and number.
o Well location (¼¼,Sec., Twn, Rng, and P.M.).
o Date well was placed in a producing status (date of first production for which

royalty will be paid).
o The nature of the well's production, (i.e., crude oil,or crude oil and casing

head gas, or natural gas and entrained liquid hydrocarbons).
o The Federal or Indian lease prefix and number on which the well is located;

otherwise the non-Federal or non-Indian land category, i.e., State or private.
o Unit agreement and / or participating area name and number, if applicable.
o Communitization agreement number, if applicable.

• Any venting or flaring of gas willbe done in accordance with Notice to Lessees (NTL) 4A
and needs prior approval from Field Office Petroleum Engineers.

• All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A
will be reported to the BLM, Vernal Field Office. Major events as defined in NTL3A, will be
reported verbally within 24 hours, followed by a written report within 15 days. "Other than
Major Events" will be reported in writing within 15 days. "Minor Events" will be reported on
the Monthly Report of Operations and Production.

• Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water
produced from this well for a period of 90 days from the date of initial production. A
permanent disposal method must be approved by this office and in operation prior to the
end of this 90-day period. In order to meet this deadline, an application for the proposed
permanent disposal method shall be submitted along with any necessary water analyses, as
soon as possible, but no later than 45 days after the date of first production. Any method of
disposal which has not been approved prior to the end of the authorized 90-day period will
be considered as an Incident of Noncompliance and will be grounds for issuing a shut-in
order until an acceptable manner for disposing of said water is provided and approved by
this office.

• LJnless the plugging is to take place immediately upon receipt of oral approval, the Field
Office Petroleum Engineers must be notified at least 24 hours in advance of the plugging of
the well, in order that a representative may witness plugging operations. Ifa well is
suspended or abandoned, all pits must be fenced immediately until they are backfilled. The
"Subsequent Report of Abandonment" (Form BLM 3160-5) must be submitted within 30
days after the actual plugging of the well bore, showing location of plugs, amount of cement
in each, and amount of casing left in hole, and the current status of the surface
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: NEWFIELD PRODUCTION COMPANY

Well Name: FEDERAL 11-17-9-16

Api No: 43-013-33034 Lease Type: FEDERAL

Section 17 Township 09S Range 16E County DUCHESNE

Drilling Contractor NDSI RIG # NS#1

SPUDDED:
Date 08/21/06

Time 1:30 PM

How DRY

Drilling will Commence:

Reported by DON BASTIAN

Telephone # (435) 823-6012

Date 08/21/06 Signed
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(Setember 2001) DEPARTMEN THE INTERIOR Eprs un
310,0504

BUREAU OF LA MANAGEMENT 5. Lease SerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS g\g ggŒ
Do not use this form for proposals to drill or to re-enter an U

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Name and/or

1. Type of Well
Oil Well Ü Gas Well Ü Other 8. Well Name and No.

2. Name of Operator FEDERAL 11-17-9-16

NEWFIELD PRODUCTION COMPANY 9. API Well Me.
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333034

Myton,UT 84052 435 646 3721 10 Field and Pool. or ExploratorvArea
4. Location of Well (Footage, Sec., T.,R., M., or SurveyDescription) MONUMENT BUTTE

11. County or Parish, State

NESW Section 17T9S Rl6E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen Q Production(Start/Resume) O Water Shut-Off
O Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Q Well Integrity

Subsequent Report Casing Repair O New Construction O Recomplete S Other
Change Plans . O Plug & Abandon Q Temporarily Abandon Spud Notice

Final Abandonment O convertto O ringsack O Water Disposal

13. Describe Proposed or CompletedOperation(clearly state all pertinentdetails, includingestimated starting date ofany proposed work and approximate duration thereo£ If the
proposal is to deepen directionallyor recomplete horizontally,give subsurface locations and measuredand true venical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion
ofthe involved operations. Ifthe operation results in a multiple completion or recompletion in a new interval,a Form 3160-4 shall be filed once testing has been completed.

Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed,and the operator has determinedthat the site is ready for final

inspection.)

On 8/21/2006 MIRU NDSI NS # 1.Spud well @1:30 PM. Drill320' of 12 1/4" hole with air mist.TlH W/ 7 Jt's 8 5/8" J-55 24 #
csgn. Set @322.64'/ KB On 8/23/2006 cement with 160 sks of class "G" w/ 2% CaCL2 + 1/4# sk Cello- Flake Mixed @ 15.8
ppg > 1.17 cf/ sk yeild. Returned 6 bbls cement to pit. WOC.

I herebycertify that the foregoing is true and Title
correct (Printed/ Typed)

Troy Zufelt 9 M MMA
Signat D e8/23/2006

Approvedby Title Date
Conditionsof approval, ifany, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212,make it a crime for any person knowinglyand willfully to make to any department or agency ofthe United
States any false, fictitiousand fraudulent statements or representations as to any matter within its jurisdiction

(Instructionson reverse) it

AU629
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8 CASING SET AT 322.64

LAST CASING 8 5/8" set @ 322.64 OPERATOR Newfield Production Company
DATUM 12' KB WELL Federal 11-17-9-16

DATUM TO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG# NDSI NS #1
TD DRILLER 320 LOGGER

HOLE SIZE 12 1/4

LOG OF CASINGSTRING:

PIECES OD ITEM- MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Shoe Joint 44.14'

WHI-92csghead 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 310.79

GUIDE shoe 8rd A 0.9

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 312.64

TOTAL LENGTHOF STRING 312.64 7 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUM TO T/CUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 0 CASINGSET DEPTH 322.64
TOTAL 310.79 7

TOTALCSG. DEL. (WlO THRDS) 310.79 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. Spud 8/21/2006 1:30 PM GOOD CIRC THRU JOB YES

CSG. IN HOLE 8/22/2006 1:45 AM Bbis CMTCIRC TO SURFACE 6

BEGIN CIRC 8/23/2006 1:32 PM REClPROCATED PIPE FOR N/A

BEGIN PUMP CMT 8/23/2006 1:45 PM

BEGIN DSPL. CMT 8/23/2006 1:55 PM BUMPEDPLUGTO 346 PSI

PLUG DOWN 8/23/2006 2:05 PM
CEMENT USED CEMENT COMPANY- B. J.
STAGE # SX CEMENTTYPE &ADDITIVES

1 160 Class "G"w/ 2% CaCL2 + 1/4#lsk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

CENTRALIZER&SCRATCHER PLACEMENT SHOW MAKE& SPACING

Centralizers - Middle first, top second & thirdfor 3

COMPANYREPRESENTATIVE Troy Zufelt DATE



FORM3160-5 UNI TATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR Eprs
310,

04
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS g ¶µ- Go/g
6. If Indian,Allottee or Tribe Name.

7. If Unit or CA/Agreement, Name and/or

1. Type of Well
Oil Well Gas Well Other 8. Well Name and No.

2. Name of Operator FEDERAL 11-17-9-16
NEWFIELD PRODUCTION COMPANY 9. API l.Vell No.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333034
Myton, UT 84052 4W646 377] 10 Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M, or SurveyDescription) MONUMENT BUTTE
11. Countyor Parish, State

NESW Section 17T9S Rl6E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) Water Shut-Off
Notice of Intent

Alter Casing Q Fracture Treat Q Reclamation Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q Temporarily Abandon Weekly StatusReport

Final Abandonment Convert to O Plug Back Q Water Disposal

13. Describe Proposed or CompletedOperation (clearly state a11pertinentdetails, includingestimated startingdate ofany proposed work and approximate duration thereof. Ifthe
proposal is to deependirectionallyor recomplete horizontally, give subsurfacelocationsand measuredand true vertical depths ofall pertinent markers and zones. Attach the

Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Requiæd subsequent reports shall be filed within 30 days followingcompletion

of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Noticesshall be filed only after all requirements, includingæclamation, havebeen completed,and the operator has determinedthat the site is ready for final
inspection.)

On 8/27/06 MIRUPatterson #155 . Set all equipment. Pressure test Kelly,TlW, Choke manifold, & Bop's to 2,000 psi. Test
8.625 csgn to 1,500 psi. Vernal BLMfield, & Roosevelt DOGM office was notifed of test. PU BHAand tag cement @277'. Drill
out cement &shoe. Drilla 7.875 hole with fresh water to a depth of 6030'. Lay down drill string & BHA. Open hole log w/
Dig/SP/GR log's TD to surface. PU & TIH with Guide shoe, shoe jt, float collar,140 jt's of 5.5 J-55, 15.5# csgn. Set @6021.70'/
KB. Cement with350 sks cement mixed @11.0 ppg & 3.43 yld. The 450 sks cement mixed @ 14.4 ppg & 1.24 yld. Returned
30bbis of cement to reserve pit. Nipple down Bop's. Drop slips @87,000 #'s tension. Release rig @6:30pm 9/1/06.

I herebycertify that the foregoingis true and Title
correct (Printed/ Typed)

Donßytimi Drilling Foreman
D e9/01/2006

Agorovedby.........,..........
........ .... ........... . Title f½¾e

Conditionsof approval, ifany, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the aoplicant to conduct operations thereon.

Title 18 U.S.C.Section 1001and Title 43 U.S.C. Section 1212, make it a crimefor any person knowinglyand willfully to make to any departmentor agency of the United
States anv false, fictitiousand fraudulent statements or reoresentations as to any matter within its iurisdiction I
(Instructions on reverse)

SEP07 2006
DIV.0F0lL,GAS&



NEWFIELD PRODUCTIONCOMPANY - CASING& CEMENTREPORTe e
5 1/2" CASINGSET AT 6021.7

Flt cllr@ 6000.31

LASTCASING 8 5/8" SET / 322' OPERATOR Newfield Production Company

DATUM 12' KB WELL Federal 11-17-9-16

DATUM TO CUT OFF CASING 12' FIELD/PROSPECT Monument Butte

DATUMTO BRADENHEAD FI.ANGE CONTRACTOR & RIG# Patterson #155
TD DRILLER 6030' Loppers TD 6028'

HOLESIZE 7 7/8"

LOG OF CASING STRING:

PIECES OD ITEM - MAKE- DESCRIPTION WTI FT GRD THREAD CONDT LENGTH

Landing Jt 14

Short jt 3920.81' (6.00')

139 5 1/2" ETC LT &C casing 15.5# J-55 8rd A 5988.31

Float collar 0.6

1 5 1/2" ETC LT&Ccsg 15.5# J-55 8rd A 20.14

GUIDE shoe 8rd A 0.65

CASING INVENTORY BAL. FEET JTS TOTALLENGTHOF STRING 6023.7

TOTAL LENGTHOF STRING 6023.7 140 LESS CUT OFF PIECE 14

LESS NON CSG. ITEMS 15.25 PLUS DATUMTO T/CUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 88.67 2 CASINGSET DEPTH 6021.7
TOTAL 6097.12 142

TOTALCSG. DEL. (W/O THRDS) 6097.12 142 COMPARE

TIMING 1ST STAGE 2nd STAGE

BEGINRUN CSG. 7:00am 9/1/2006 GOOD CIRC THRU JOB Yes

CSG. IN HOLE 10:30am 9/1/2006 Bbls CMT CIRC TO SURFACE 30

BEGINCIRC 10:45am 1-Sep RECIPROCATEDPIPE FOR THRUSTROKE NA

BEGINPUMP CMT 12:41 PM 9/1/2006 DID BACKPRES. VALVEHOLD ? Yes

BEGINDSPL. CMT 1:36PM 9/1/2006 BUMPED PLUGTO 1600 PSI

PLUG DOWN 1:59 PM 9/1/2006

CEMENT USED CEMENT COMPANY- B. J.
STAGE # SX CEMENTTYPE &ADDITIVES

1 350 Premlite IIw/ 10% gel + 3 % KCL,3#'s Isk CSE + 2# sk/kolseal + 1/2#'s/sk Cello Flake

mixed @11.0 ppg W / 3.43 cf/sk yield

2 450 50/50 poz W/ 2% Gel + 3% KCL,.5%EC1,1/4# sk C.F. 2% gel. 3% SM mixed @14.4 ppg W/ 1.24 YLD

CENTRALIZER & SCRATCHER PLACEMENT SHOW MAKE & SPACING

Centralizers - Middle first, top second &third.Then every thirdcollar for a totalof 20.

COMPANYREPRESENTATIVE Don Bastian DATE



FORM 3160-5 UNITED STATES FORM APPROVED

(September 2001) DEPARTMENT OF THE INTERIOR Ep s 31
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill or to re-enter an .

abandoned well. Use Form 3160-3 (APD) for such proposals. 6.Ifindian, Allotteeor tribe Name.

SUBMIT IN TRIPLICATE - Other htstructilms en reverse sid 7. If Unit or CA/Agreement, Name and/or

1. T pe of Well
Oil Well Gas Well Ü Other 8. Well Name and No.

2. Name of Operator FEDERAL 11-17-9-16
NEWFIELD PRODUCTION COMPANY 9. API Well No.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333034
Myton, UT 84052 | 435646,377\ 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) MONUMENT BUTTE
11. County or Parish,State

NESW Section 17 T9S Rl6E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Production(Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Reclamation Q We11Integrity

Subsequent Report Casing Repair O New Construction Recomplete O Other
Change Plans O Plug & Abandon Temporarily Abandon

Final Abandonment Convert to O Plug Back Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If the
proposal is to deepen directionally or recomplete honzontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be perforned or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion
of the involvedoperations. If the operation results in a multiple coinpletion or recompletion in a new interval,a Fonn 3160-4 shall be filedonce testing has been completed
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has detennined that the site is ready for final
inspection.)

Formation water is produced to a steel storage tank. If the production water meets quality guidelines, it is transported to the
Ashley, Monument Butte, Jonah, and Beluga water injection facilities by company or contract trucks.Subsequently, the
produced water is injected into approved Class IIwells to enhance Newfield's secondary recovery project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S Rí9E) or at State of Utah
approved surface disposal facilities.

Þ©cepted bY RECEIVED
Utah Division

00, Gas and Min\n

FORRECORD0 DIVOFOIL,GAS&MINING

I hereby ceitify that the foregoing is true and Title
correct(Printed/ d)

MandieCro Regulatory Specialist
e Date

09/29/2006

HIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Title Opte
Conditions of approval, if any, are attached. Approval of this notice does not wanant or

certify that the applicant holds legal or equitable title to those rights in the subject lease Office
w,hich would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make ita crime for any person knowingly and willfully tomake to any department or agency of the United
Stêtes env false, fictitious and fraudulent statements or representations as to any matter within its iurisdiction

(Instructions on



FORM 3160-5 UNITED STATES FORM APPROVED
(September 2001) DEPARTMENT OF THE INTERIOR Ep s

anula
31 I

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS (g,

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

NUIGMIT IN 1RIŸLitATA - Other blâtitleti DS on YtVerst Side 7. If Unit or CA/Agreement, Name and/or

1. T pe of Well
Oil Well Q Gas Well O Other 8. Well Name and No.

2. Name of Operator FEDERAL 11-17-9-16
NEWFIELD PRODUCTION COMPANY 9. API Wall No.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333034
Myton, UT 84052 435 646 377] 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) MONUMENT BUTTE
11. County or Parish, State

NESW Section 17 T9S R16E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) Water Shut-Off
Notice of Intent

Alter Casing Q Fracture Treat Q Reclamation Well Integrity
Subsequent Report Casing Repair Q New Construction Q Recomplete Other

Change Plans O Plug & Abandon Q Temporarily Abandon Variance
Final Abandonment Convert to O Plug Back Q Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If the
¡roposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and trie vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be perfonned or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion
of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Fonn 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has detennined thatthe site is ready for final
inspection.)

Newfield Production Company is requesting a variance from Onshore Order 43 CFR Part 3160 Section 4 requiring production
tanks to be equipped with Enardo or equivalent vent line valves. Newfield operates wells that produce from the Green River
formation, which are relatively low gas producers (20 mcfpd). The majority of the wells are equipped with a three phase
separator to maximize gas separation and sales.

Newfield is requesting a variance for safety reasons. Crude oil production tanks equipped with back pressure devices will emit
a surge of gas when the thiefhatches are open. While gauging tanks, lease operators will be subject to breathing toxic gases
as well as risk a fire hazard, under optimum conditions

Acceptedby the

Utah
Divisionof

gi) GaS and M\ning FederalApproval0fThis
RECElVED

Date: O &
ActionisNecessary

gy,

OlV.0F0lt,GAS&MINING

I hereby certify that the foregoing is true and Title
correct(Printed/ ed)

Maggie RegulatorvSpecialist
S O Date

09/29/2006

TiffS SPACE FOR FEDERAL OR STATE OFFICE USE

Approyed_by Tjtle Date
Conditions of approval, if any, are attached Approval of this notice does not warrant of

certify that the applicant holds legal or equitable title to those rights in the subject lease Office
w would entitle the applicant to conduct operations thereon.

Title 18 U.S.C Section 1001 and Title 43 U.S.C. Section 1212, make ita crime for any pemon knowingly and willfully to make to any department or agency of the United
States any false, fictitious and fraudulent statements or representations as to any matter within its jurisdiction

(Instructions on



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5 LEASEDESIGNATION ANDSERlAL NUMBER:

DlVISION OF OIL. GAS AND MINING
6 IF IND1AN, ALLlylTEE OR TRIBE NAMF

7 UNITorCAAGREEMENTNAME

Do not use this fann for proposals to drill new wells, significalitly deepen existing wells below etment hottom-liole deptlL reeltter plugged

wells, or to clrill horizontal laterals. Use APPLICATI N FOR PERMIT TO DIULL fomi tor such proposals.

l. TYPEOFWELL
(JIL WELL GAS WELL (YTHER E -

2. NAMEOFDPERATOR
9 APINUMBER

NEWFIELD PRODUCTION COMPANY 4301333034

3. ADDRESS OF OPElbkTOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT

Route 3 Box 3630 CITY Alyton STATE UT ZIP 84052 435.646.3721 MONUNŒNT BUTTE

4. LOCATION OF WELL:

FCX1TAGES ATSURFACE:
COUNTY DUCHESNE

OTR/OTR.SECTION.TOMWSElIP.RANGE.MERIDIAN: NESW,17,T9S,R16E STATE: UT

a CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O .4CIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work win O CASING REPAlR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CilANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLAIR

SUBSEODENT REPORT Q CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Otigiruil Forrn Only)
CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHtlT-OFF

Date of Work Completion O COMMINGLE PRODUCING FORMATIONS REClAMATION OF WELL SITE OTHER: -Weekly Status Repon

10/24/2006 Q CONVERTWELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volurnes, etc.

Status report for time period 09/13/06 -09/28/06

Subject well had completion procedures intiated in the Green River formation on 09-13-06 without the use of a service rig over the well.

A cement bond log was run and a total of six Green River intervals were perforated and hydraulically fracture treated with 20/40 mesh

sand. Perforated intervals are as follows: Stage #1 (5900'-5906'),(5873'-5881'); Stage #2 (5570'-5580'),(5532'-5544');Stage #3

(5201'-5214'),(5160'-5166'),(5130'-5137'); Stage #4 (5019'-5026'),(4968'-4974'),(4893'-4899'); Stage #5 (4795'-4801'),(4761'-4768')'

Stage #6 (4634'-4644'). All perforations, were 4 JSPF. Composite flow-through frac plugs were used between stages. Fracs were

flowed back through chokes. A service rig was moved over the well on 09-25-2006. Bridge plugs were drilled out and well was cleaned

to 6000'. Zones were swab tested for sand cleanup. A new 1 1/2" bore rod pump was run in well on sucker rods. Well was placed on

production via rod pump on 09-28-2006.

Ut'T2 6





\1N1ARY DE l'OR EN /UNES: (Show all important zones of porosity and contents thereof; cored intervals, and all
huHn; depth interval tested.cushion used. time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERN

EOR31ATION TOP HOTTOM DESCRIPTION, CONTENTS, ETC. TO '
NAME TRUE

MEAS. DEPTII VERT. DEPTII

Well Name Garden Gulch Mkr 3650'
Federal 11-17-9-16 Garden Gulch 1 3860'

Garden Gulch 2 3952'
Point 3 Mkr 4192'
X Mkr 4464'
Y-Mkr 4497'
Douglas Creek Mkr 4609'
BiCarbonate Mkr 4787'
B Limestone Mkr 4928'
Castle Peak 5517'
Basal Carbonate 5960'
Total Depth (LOGGERS



O

December 16, 2010

Mr. Brad Hill
State of Utah, DOGM
1594 West North Temple-Suite 1310
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Re-Completion
Federal 11-17-9-16
Sec. 17, T9S, R16E
API # 43-013-33034

Dear Mr. Hill:
The subject well had new perforations added. The well was then put back on

production. Please find enclosed the sundry. You may contact me at 435-646-4874 or
lehavez-naupoto@newfield.com if you require further information.

RECEIVED
DEC2 1 2010

DIV.0FOIL,GAS&MINING

Sincerely,

Lucy avez-N pdt'o
Administrative Assistant

Rt 3 Box 3630 10530 South Country Road #33 Myton, UT 84052 (435) 646-3721 Fax (435)



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING USA UTU-52018

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME
Do not use this form for proposals to drill new wells, significantly deepen existing wells belowcurrent bottorn-holedepth, reenter plugged

wells, or to drillhorizontallaterals. Use APPLICATION FOR PERMIT TO DRILL formfor such proposals. GMBU

l. TYPE OF WELL; 8. WELL NAME and NUMBER;

OILWELL GASWELL OTHER Federalll-17-9-16

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301333034
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT zlP 84052 435.646.3721 GREATER MB UNIT
4, LOCATION OF WELL:

FOOTAGESAT SURFACE: 2022 FSL 1854FWL COUNTY: DUCHESNE

OTRIOTR. SECTION, TOWNSHIP. RANGE. MERIDIAN: NESW, 17, T9S, R16E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submitin Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION O TEMPORARITLY ABANDON

O CHANGE TO PREVIOUSPLANS OPERATOR CHANGE O TUBINGREPAIR

O CHANGE TUBING PLUGANDABANDON VENT OR FLAIR

SUBSEOUENT REPORT Q CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(SubmitOriginalForm Only)
CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: -
12/11/2010 Q CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volurnes, etc.

The above subject well was recompleted and then placed back on production on 12-11-10. The followingperforations were added in
the Green River Formation:

PB8 4318-4320' 3 JSPF 6 holes
PB8 4307-4310' 3 JSPF 9 holes
PB8 4296-4298' 3 JSPF 6 holes
GB6 4179-4181' 3 JSPF 6 holes

RECEIVED
DEC2 1 2010

DIV.0FOlL,GAS&MINING

NAME (PLEASE PR cy Chavez-Naupoto TITLE A2drninistrativeAssistant

(This space for Stateuse



Summary Rig Activity Page 1 of 4

Daily Activity Report RECEIVED
Format For Sundry DEC2 1 20101

FEDERAL 11-17-9-16
DIV.OFOlL,GAS&MINING10/1/2010 To 2/28/2011

12/4/2010 Day: 2 Recompletion

Stone #3 on 12/4/2010 - Continue TOH w/ rods, TOH w/ tbg. TIH w/ RPB & set @ 4364'. -

Flush tbg w/ 20 BW @ 250°. Continue TOH w/ rods as detailed, LD 84- 3/4" plain & 2- 3/4"
guided rods due to change in rod string. LD weight rods due to corrosion. LD rod pump, no
show of scale. X-over for tbg. ND wellhead. Release TA. NU BOPs. PU tbg & tag fill @ 5971'.
TOH w/ tbg, talleying. Flush tbg w/ 120- jts out w/ 25 BW @ 250°. Found hole in jt # 168, LD
jts #158-178. Continue TOH w/ tbg. LD BHA. MU TS RBP. TIH w/ 138- jts tbg. Set RBP @
4364'. TOH w/ 1- jt tbg. RU pump & pump lines. SWIFN. 105 BWTR. - Flush tbg w/ 20 BW ©
250°. Continue TOH w/ rods as detailed, LD 84- 3/4" plain & 2- 3/4" guided rods due to
change in rod string. LD weight rods due to corrosion. LD rod pump, no show of scale. X-over

for tbg, ND wellhead. Release TA. NU BOPs. PU tbg & tag fill @ 5971'. TOH w/ tbg, talleying.
Flush tbg w/ 120- jts out w/ 25 BW @ 250°. Found hole in jt # 168, LD jts #158-178.
Continue TOH w/ tbg. LD BHA. MU TS RBP. TIH w/ 138- jts tbg. Set RBP @ 4364'. TOH w/ 1-
jt tbg. RU pump & pump lines. SWIFN. 105 BWTR. - Flush tbg w/ 20 BW @ 250°. Continue
TOH w/ rods as detailed, LD 84- 3/4" plain & 2- 3/4" guided rods due to change in rod string.
LD weight rods due to corrosion. LD rod pump, no show of scale. X-over for tbg. ND wellhead.
Release TA. NU BOPs. PU tbg & tag fill @ 5971'. TOH w/ tbg, talleying. Flush tbg w/ 120- jts
out w/ 25 BW @ 250°. Found hole in jt # 168, LD jts #158-178. Continue TOH w/ tbg. LD
BHA. MU TS RBP. TIH w/ 138- jts tbg. Set RBP @ 4364'. TOH w/ 1- jt tbg. RU pump & pump
lines. SWIFN. 105 BWTR. - MIRUSU. Hot oller had pumped 40 BW down tbg @ 250°. RD
pumping unit. Unseat rod pump. TOH w/ 99- 3/4" guided rods & 16- 3/4" plain rods. Flush tbg
w/ 20 BW @ 250°. SWIFN. 60 BWTR. - MIRUSU. Hot oiler had pumped 40 BW down tbg @
250°. RD pumping unit. Unseat rod pump. TOH w/ 99- 3/4" guided rods & 16- 3/4" plain rods.
Flush tbg w/ 20 BW @ 250°. SWIFN. 60 BWTR. - MIRUSU. Hot oiler had pumped 40 BW down
tbg @ 250°. RD pumping unit. Unseat rod pump. TOH w/ 99- 3/4" guided rods & 16- 3/4"
plain rods. Flush tbg w/ 20 BW @ 250°. SWIFN. 60 BWTR. - MIRUSU. Hot oiler had pumped
40 BW down tbg @ 250°. RD pumping unit. Unseat rod pump. TOH w/ 99- 3/4" guided rods &
16- 3/4" plain rods. Flush tbg w/ 20 BW @ 250°. SWIFN. 60 BWTR. - Flush tbg w/ 20 BW @
250°. Continue TOH w/ rods as detailed, LD 84- 3/4" plain & 2- 3/4" guided rods due to
change in rod string. LD weight rods due to corrosion. LD rod pump, no show of scale. X-over
for tbg. ND wellhead. Release TA. NU BOPs. PU tbg & tag fill @ 5971'. TOH w/ tbg, talleying.
Flush tbg w/ 120- jts out w/ 25 BW @ 250°. Found hole in jt # 168, LD jts #158-178.
Continue TOH w/ tbg. LD BHA. MU TS RBP. TIH w/ 138- jts tbg. Set RBP @ 4364'. TOH w/ 1-

jt tbg. RU pump & pump lines. SWIFN. 105 BWTR. - MIRUSU. Hot oiler had pumped 40 BW
down tbg @ 250°. RD pumping unit. Unseat rod pump. TOH w/ 99- 3/4" guided rods & 16-

3/4" plain rods. Flush tbg w/ 20 BW @ 250°. SWIFN. 60 BWTR. - Flush tbg w/ 20 BW @ 250°.

Continue TOH w/ rods as detailed, LD 84- 3/4" plain & 2- 3/4" guided rods due to change in
rod string. LD weight rods due to corrosion. LD rod pump, no show of scale. X-over for tbg.
ND wellhead. Release TA. NU BOPs. PU tbg & tag fill @ 5971'. TOH w/ tbg, talleying. Flush tbg
w/ 120- jts out w/ 25 BW @ 250°. Found hole in jt # 168, LD jts #158-178, Continue TOH w/
tbg. LD BHA, MU TS RBP. TIH w/ 138- jts tbg. Set RBP @ 4364'. TOH w/ 1- jt tbg. RU pump &
pump lines. SWIFN. 105 BWTR. - Flush tbg w/ 20 BW @ 250°. Continue TOH w/ rods as
detailed, LD 84- 3/4" plain & 2- 3/4" guided rods due to change in rod string. LD weight rods
due to corrosion. LD rod pump, no show of scale. X-over for tbg. ND wellhead. Release TA. NU
BOPs. PU tbg & tag fill @ 5971'. TOH w/ tbg, talleying. Flush tbg w/ 120- jts out w/ 25 BW @
250°. Found hole in jt # 168, LD jts #158-178. Continue TOH w/ tbg. LD BHA. MU TS RBP.
TIH w/ 138- jts tbg. Set RBP @ 4364'. TOH w/ 1- jt tbg. RU pump & pump lines. SWIFN. 105
BWTR. - MIRUSU. Hot oller had pumped 40 BW down tbg @ 250°. RD pumping unit. Unseat
rod pump. TOH w/ 99- 3/4" guided rods & 16- 3/4" plain rods. Flush tbg w/ 20 BW @ 250°.

http://www.inewfld.com/denver/SumActRpt.asp?RC=155831&API=4301333034&MinD...
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SWIFN. 60 BWTR.
Daily Cost: $0
Cumulative Cost: $9,593

12/6/2010 Day: 3 Recompletion

Stone #3 on 12/6/2010 - Perforate, frac & flow back PBS & GB6 sds. - Fill csg w/ 93 BW &
pressure test plug to 2500 psi. TOH w/ 137- jts tbg. RU WLT. RIH & perforate PB8 & GB6 sds
as detailed. RD WLT. RU BJ services. Frac PB8 & GB6 sds as detailed. Open for immediate
flowback @ appro× 3 BPM. Recovered 79 bbis & died. RU rig floor. RD isolation tool. TIH w/
RH, SN & tbg. Tag fill @ 4184'. Clean out to 4332' & circulate well clean. TOH w/ 10- jts tbg.
Drain pump & pump lines. SWIFN. 724 BWTR. - Fill csg w/ 93 BW & pressure test plug to
2500 psi. TOH w/ 137- jts tbg. RU WLT. RIH & perforate PB8 & GB6 sds as detailed. RD WLT.
RU BJ services. Frac PB8 & GB6 sds as detailed. Open for immediate flowback @ approx 3
BPM. Recovered 79 bbis & died. RU rig floor. RD isolation tool. TIH w/ RH, SN & tbg. Tag fill @
4184'. Clean out to 4332' & circulate well clean. TOH w/ 10- jts tbg. Drain pump & pump lines.
SWIFN. 724 BWTR. - Fill csg w/ 93 BW & pressure test plug to 2500 psi. TOH w/ 137- jts tbg.
RU WLT. RIH & perforate PB8 & GB6 sds as detailed. RD WLT. RU BJ services. Frac PB8 & GB6
sds'as detailed. Open for immediate flowback @ approx 3 BPM. Recovered 79 bbls & died. RU
ricj floor. RD isolation tool. TIH w/ RH, SN & tbg. Tag fill @ 4184'. Clean out to 4332' &
circulate well clean. TOH w/ 10- jts tbg. Drain pump & pump lines. SWIFN. 724 BWTR.
Finalized
Dài'ly dost: $0
Cumulative Cost: $52,400

12/8/2010 Day: 4 Recompletion

Stone #3 on 12/8/2010 - Swab & was making a lot of sand. TIH & tag something hard. TOH,
Remove RH & TIH open ended. - RU swab equipment. Made 5 swab runs & was making a lot
of sand. Circualte tbg clean. Made 8 swab runs & was making a lot of sand again. Recovered
total of 113 bbls w/ trace of oil. Circulate tbg, sand in returns. TIH & tag something hard @
4287. Work tbg & could not get past 4287'. TOH w/ tbg & LD BHA. Found a few marks on RH.
TIH w/ 1- jt tbg, SN & 118- jts tbg. SWIFN. - RU swab equipment. Made 5 swab runs & was
making a lot of sand. Circualte tbg clean. Made 8 swab runs & was making a lot of sand again.
Recovered total of 113 bbis w/ trace of oil. Circulate tbg, sand in returns. TIH & tag something
hård @ 4287'. Work tbg & could not get past 4287'. TOH w/ tbg & LD BHA. Found a few marks
on RH. TIH w/ 1- jt tbg, SN & 118- jts tbg. SWIFN. - RU swab equipment. Made 5 swab runs &
was making a lot of sand. Circualte tbg clean. Made 8 swab runs & was making a lot of sand
again. Recovered total of 113 bbis w/ trace of oil. Circulate tbg, sand in returns. TIH & tag
sdiriëtÑ\nghard @ 4287'. Work tbg & could not get past 4287. TOH w/ tbg & LD BHA. Found a
feWmarks on RH. TIH w/ 1- jt tbg, SN & 118- jts tbg. SWIFN.
Daily Cost: $0
Cumulative Cost: $57,639

12/9/2010 Day: 5 Recompletion

Stone #3 on 12/9/2010 - Clean out to RBP. Run magnet on sandline attempting to find what
was blocking the tbg. Swab attempting to clean up sand. - TIH w/ 18- jts tbg & tag @ 4287.
Circulate & clean out to 4337'. TOH w/ tbg. RIH w/ magnet on sandline & tag fill. POOH w/
magnet & found nothing on it. TIH w/ RH, X-over, SN & 138- jst tbg. Clean out to RBP @
4364', Make sure RH would J-up. TOH w/ tbg & place EOT @ 3865'. Made 9- swab runs &
i-ecovered 95 bbis w/ a trace of oil. TIH w/ tbg & tag fill @ 4334'. Circulate well clean. TOH &
place EOT @ 3865'. 516 BWTR - TIH w/ 18- jts tbg & tag @ 428T. Circulate & clean out to
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4337. TOH w/ tbg. RIH w/ magnet on sandline & tag fill. POOH w/ magnet & found nothing on
it. TIH w/ RH, X-over, SN & 138- jst tbg. Clean out to RBP @ 4364'. Make sure RH would J-up.
TOH w/ tbg & place EOT @ 3865'. Made 9- swab runs & recovered 95 bbls w/ a trace of oiL
TIH w/ tbg & tag fill @ 4334'. Circulate well clean. TOH & place EOT @ 3865', 516 BWTR - TIH
w/ 18- jts tbg & tag @ 4287'. Circulate & clean out to 4337'. TOH w/ tbg. RIH w/ magnet on
sandline & tag fill. POOH w/ magnet & found nothing on it. TIH w/ RH, X-over, SN & 138- jst
tbg. Clean out to RBP @ 4364'. Make sure RH would J-up. TOH w/ tbg & place EOT @ 3865'.
Made 9- swab runs & recovered 95 bbls w/ a trace of oil. TIH w/ tbg & tag fill @ 4334'.
Circulate well clean. TOH & place EOT @ 3865'. 516 BWTR Finalized
Daily Cost: $0
Cumulative Cost: $65,453

12/11/2010 Day: 7 Recompletion

Stone #3 on 12/11/2010 - Pressure test tbg in hole, start TIH w/ rods. - Pressure test tbg to
4500 psi. TIH w/ 58- jts tbg & pressure test to 4000 psi. TIH w/ 92- jts tbg, LD 9- jts tbg. Had
to'pLÍSh standing valve to SN w/ sandline. Pressure test tbg to 3000 psi. RIH w/ fishing tool on
sandline & retrieve standing valve. Attempt setting TA, backed off tbg. TOH w/ tbg. TIH w/ tbg
checking every connection. Replace jt #48. TIH w/ tbg. Set TA @ 548T w/ 18,000#s tension.
ND BCPs. X-over for rods. PU & prime rod pump. TIH w/ rods from derrick. SWIFN. 387
BWTR. - RU swab equipment. Made 12 swab runs & recovered 129 bbis ending w/ trace of oil
& show of sand. RD swab equipment. TIH & clean off 50' of sand from plug. Latch onto &
release RBP. TOH w/ tbg & LD BHA. RU WLT. Run gyro on well. RD WLT. TIH w/ BHA & 37- jts
tbg. SWIFN. 387 BWTR. - Pressure test tbg to 4500 psi. TIH w/ 58- jts tbg & pressure test to
4000 psi. TIH w/ 92- jts tbg, LD 9- jts tbg. Had to push standing valve to SN w/ sandline.
Pressure test tbg to 3000 psi. RIH w/ fishing tool on sandline & retrieve standing valve.
Mtemptsetting TA, backed off tbg. TOH w/ tbg. TIH w/ tbg checking every connection.
Rèplace jt #48. TIH w/ tbg. Set TA @ 5487' w/ 18,000#s tension. ND BOPs. X-over for rods.
PU & prime rod pump. TIH w/ rods from derrick. SWIFN. 387 BWTR. - RU swab equipment.
Made 12 swab runs & recovered 129 bbls ending w/ trace of oil & show of sand. RD swab
equipment. TIH & clean off 50' of sand from plug. Latch onto & release RBP. TOH w/ tbg & LD
BÑA: RÙWLT. Run gyro on well. RD WLT, TIH w/ BHA & 37- jts tbg. SWIFN. 387 BWTR. -

Pressure test tbg to 4500 psi. TIH w/ 58- jts tbg & pressure test to 4000 psi. TIH w/ 92- jts
tbg, LD 9- jts tbg. Had to push standing valve to SN w/ sandline. Pressure test tbg to 3000
psi. RIH w/ fishing tool on sandline & retrieve standing valve. Attempt setting TA, backed off
tbg. TOH w/ tbg. TIH w/ tbg checking every connection. Replace jt #48. TIH w/ tbg. Set TA @
548T w/ 18,000#s tension. ND BOPs. X-over for rods. PU & prime rod pump. TIH w/ rods
from derrick. SWIFN. 387 BWTR. - Pressure test tbg to 4500 psi. TIH w/ 58- jts tbg &
pressure test to 4000 psi. TIH w/ 92- jts tbg, LD 9- jts tbg. Had to push standing valve to SN
w/ sandline. Pressure test tbg to 3000 psi. RIH w/ fishing tool on sandline & retrieve standing
valve. Attempt setting TA, backed off tbg. TOH w/ tbg. TIH w/ tbg checking every connection.
Replace jt #48. TIH w/ tbg. Set TA @ 5487 w/ 18,000#s tension. ND BOPs. X-over for rods.
PU & prime rod pump. TIH w/ rods from derrick. SWIFN. 387 BWTR. - Pressure test tbg to
4500 psi. TIH w/ 58- jts tbg & pressure test to 4000 psi. TIH w/ 92- jts tbg, LD 9- jts tbg. Had
to push standing valve to SN w/ sandline. Pressure test tbg to 3000 psi. RIH w/ fishing tool on
sándline & retrieve standing valve. Attempt setting TA, backed off tbg. TOH w/ tbg. TIH w/ tbg
checking every connection. Replace jt #48. TIH w/ tbg. Set TA @ 5487' w/ 18,000#s tension.
NO BOPs. X-over for rods. PU & prime rod pump. TIH w/ rods from derrick. SWIFN. 387
BWTR. - RU swab equipment. Made 12 swab runs & recovered 129 bbls ending w/ trace of oil
8 show of sand. RD swab equipment. TIH & clean off 50' of sand from plug. Latch onto &
release RBP. TOH w/ tbg & LD BHA. RU WLT. Run gyro on well. RD WLT. TIH w/ BHA & 37- jts
tb<gSWIFN. 387 BWTR. - RU swab equipment. Made 12 swab runs & recovered 129 bbls
ending w/ trace of oil & show of sand. RD swab equipment. TIH & clean off 50' of sand from
plug. Latch onto & release RBP. TOH w/ tbg & LD BHA. RU WLT. Run gyro on well. RD WLT.
TIH w/ BHA & 37- jts tbg. SWIFN. 387 BWTR. - RU swab equipment. Made 12 Swab runs &
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recovered 129 bbls ending w/ trace of oil & show of sand. RD swab equipment. TIH & clean off
50' of sand from plug. Latch onto & release RBP. TOH w/ tbg & LD BHA. RU WLT. Run gyro on
well. RD WLT. TIH w/ BHA & 37- jts tbg. SWIFN. 387 BWTR. - RU swab equipment. Made 12
swab runs & recovered 129 bbls ending w/ trace of oil & show of sand. RD swab equipment.
TIH & clean off 50' of sand from plug. Latch onto & release RBP. TOH w/ tbg & LD BHA. RU
WLT. Run gyro on welL RD WLT. TIH w/ BHA & 37- jts tbg. SWIFN. 387 BWTR. - Pressure test
tbg to 4500 psi. TIH w/ 58- jts tbg & pressure test to 4000 psi. TIH w/ 92- jts tbg, LD 9- jts
tlag., Had to push standing valve to SN w/ sandline. Pressure test tbg to 3000 psi. RIH w/
fishing tool on sandline & retrieve standing valve. Attempt setting TA, backed off tbg. TOH w/
tbg. TIH w/ tbg checking every connection. Replace jt #48. TIH w/ tbg. Set TA @ 548T w/
18,000#s tension. ND BOPs. X-over for rods. PU & prime rod pump. TIH w/ rods from derrick.
SWIFN. 387 BWTR. Finalized
Daily Cost: $0
Cumulative Cost: $81,126

12/13/2010 Day: 8 Recompletion

Stone #3 on 12/13/2010 - Continue PU rods & PWOP - Continue PU rods as detailed. RU
pumping unit. Fill tbg w/ 5 BW & stroke test pump w/ unit to 800 psi. RDMOSU. PWOP @
11:00 am w/ 86" SL & 5 SPM. 392 BWTR, - Continue PU rods as detailed. RU pumping unit.
Fill tbg w/ 5 BW & stroke test pump w/ unit to 800 psi. RDMOSU. PWOP @ 11:00 am w/ 86"
SL & 5 SPM. 392 BWTR. - Continue PU rods as detailed. RU pumping unit. Fill tbg w/ 5 BW &
stroke test pump w/ unit to 800 psi. RDMOSU. PWOP @ 11:00 am w/ 86" SL & 5 SPM. 392
BWTR. Finalized
Daily Cost: $0
Cumulative Cost: $100,296

Pertinent Files: Go to File List
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API Well No: 43013330340000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-52018 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FEDERAL 11-17-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013330340000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2022 FSL 1854 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 17 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

1/13/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield Production Company would like to request the approval to open
additional pay in the PB8 and GB6 sand in the subject well in a single stage.
The target intervals are [[4318-4320], [4307-4310] and [4296-4298] in the

PB8 sand and [4179-4181] in the GB6 sand. Please see attachment for
detailed procedure and well bore diagram and contact Paul Weddle at

303-383-4117 with any questions. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Sam Styles 303 893-0102

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 1/13/2011

January 13, 2011

01/20/2011

iPI Well No: 43013330340000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAs5E20D1ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 11-17-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013330340000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1001 17th Street, Suite 2000 , Denver, CO, 80202 303 382-4443 Ext MONUMENT BUTTE

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2022 FSL 1854 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESW Section: 17 Township: 09.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

1/13/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

O SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield Production Company would like to request the approval to open
additional pay in the PB8 and GB6 sand in the subject well in a single stage. Accepted by the
The target intervals are [[4318-4320], [4307-4310] and [4296-4298] in the Utah Division of

PBS sand and [4179-4181] in the GB6 sand. Please see attachment for Oil, Gas and Mining
detailed procedure and well bore diagram and contact Paul Weddle at

303-383-4117 with any questions. Date: 01/20/2 1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sam Styles 303 893-0102 Engineering Tech

SIGNATURE DATE
N/A 1/13/2011

RECEIVED January 13,



AFE # Q4 master AFE

pweddle@newfield.com

mobile

office

PROCEDURE

1

2 6,000

3

4

PB8 4318-4320 3spf

PB8 4307-4310 3spf

PB8 4296-4298 3spf

GB6 4179-4181 3spf

5

7

5

6

9

10

11

12

11-17-9-16 Federal 

Procedure for: OAP of PB8 and GB6 (down casing)

Newfield Production Company

Well Status: See attached Wellbore Diagram

Only Run B&S if required.   RIH and perforate the following interval w/ 3SPF 120deg phasing:

Engineer: Paul Weddle

720-233-1280

303-383-4117

PU and RIH with a 2-1/2” x 1-1/2” x 18 RHAC pump, 6 x 1-1/2” weight rods, 30 x 3/4” guided rods, 100 x 

3/4” slick rods, 99 x 3/4" guided rods,   Space out with pony rods as necessary. Jake Fulcher and well 

analysis group will send out any rod/pump changes based on Rodstar models.  

PWOP and track results on Early Report for one month.

Blow down tbg. MIRU SU.  Seat pump and pressure test tubing to 3,000 psi.  POH, LD, and 

visually inspect rods and pump.  ND wellhead.  Strip-on and NU BOP.  GIH and tag fill.  Clean 

out to PBTD as necessary.  TOOH visually inspecting 2-7/8” production tbg. Report any scale on 

production string (interval, depth, type) on morning report and verbally to Engineer

RU wireline unit.  Make 4-3/4” gauge ring run to  +/- 

Flowback well immediately @ 3-4 BPM until dead.  

120deg phasing

RIH with WL set HE RBP.  Set RBP @ ~4370'.  

Pressure test casing to 4500psi for 10 minutes.

POOH with perf gun. RD Wireline Truck only after perfs broken down. Be prepared to spot acid

Run tubing as pulled.  RU swab equipment and swab well until returns are clean of sand.  GIH tag fill and 

clean out as necessary.

120deg phasing

120deg phasing

120deg phasing

Place SN @ ± 5902 and set TAC at ±5868’ with 15,000 lbs overpull.  ND BOP’s.  NU wellhead.

RU frac equip and 5K Stinger frac head. Frac the PB8 & GB6 down casing w/70,000# 20/40sand at 25 

BPM with max sand concentration of 8 ppg per BJ recommendation.

RIH and Release Packer

January 13, 2011January 13, 2011

Newfield Production Company 11-17-9-16 Federal
Procedure for: OAP of PB8 and GB6 (down casing)

Well Status: See attached Wellbore Diagram

AFE # Q4 master AFE

Engineer: Paul Weddle pweddle@newfield.com
mobile 720-233-1280
office 303-383-4117

PROCEDURE
1 Blow down tbg. MIRU SU. Seat pump and pressure test tubing to 3,000 psi. POH, LD, and

visually inspect rods and pump. ND wellhead. Strip-on and NU BOP. GIH and tag fill. Clean
out to PBTD as necessary. TOOH visually inspecting 2-7/8" production tbg. Report any scale on
production string (interval, depth, type) on morning report and verbally to Engineer

2 RU wireline unit. Make 4-3/4" gauge ring run to +/- 6,000
3 RIH with WL set HE RBP. Set RBP @ ~4370'.

4 Pressure test casing to 4500psi for 10 minutes.
Only Run B&S if required. RIH and perforatethe followinq interval w/ 3SPF 120deg phasing:

PB8 4318-4320 3spf 120deg phasing
PB8 4307-4310 3spf 120deg phasing
PB8 4296-4298 3spf 120deg phasing
GB6 4179-4181 3spf 120deg phasing

5 POOH with perf gun. RD Wireline Truck only after perfs broken down. Be prepared to spot acid
7 RU frac equip and 5K Stinger frac head. Frac the PB8 & GB6 down casing w/70,000#20/40sand at 25

BPM with max sand concentration of 8 ppg per BJ recommendation.
5 Flowback well immediately @ 3-4 BPM until dead.
6 RIH and Release Packer
9 Run tubing as pulled. RU swab equipment and swab well until returns are clean of sand. GlH tag filland

clean out as necessary.
10 Place SN @ ± 5902 and set TAC at ±5868' with 15,000 lbs overpull. ND BOP's. NU wellhead.

11 PU and RIH with a 2-1/2" x 1-1/2" x 18 RHAC pump, 6 x 1-1/2" weight rods, 30 x 3/4" guided rods, 100 x
3/4" slick rods, 99 x 3/4" guided rods, Space out with pony rods as necessary. Jake Fulcher and well
analysis group willsend out any rod/pump changes based on Rodstar models.

12 PWOP and track results on Early Report for one month.

RECEIVED January 13,



Federal 11-17-9-16

2022’ FSL & 1854’ FWL

NE/SW  Section 17-T9S-R16E

Duchesne Co, Utah

API #43-013-33034; Lease #UTU-

Federal 11-17-9-16

Wellbore Diagram

PBTD @ 6000’

SURFACE CASING

PRODUCTION CASING

TUBING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts. (310.79’)

DEPTH LANDED: 322.64’ KB

HOLE SIZE:12-1/4”

CEMENT DATA: 160 sxs Class “G” cmt, est 6 bbls cmt to surf.

CSG SIZE: 5-1/2”

GRADE: J-55 

WEIGHT: 15.5# 

LENGTH: 140 jts. (6008.45’)

DEPTH LANDED: 6021.70’ KB

HOLE SIZE: 7-7/8”

CEMENT DATA: 350 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.

CEMENT TOP: 80’

SIZE/GRADE/WT.: 2-7/8” / J-55 

NO. OF JOINTS: 185 jts (5856.21’)

TUBING ANCHOR: 5868.21’

NO. OF JOINTS:  1 jts (31.66’)

SEATING NIPPLE: 2-7/8” (1.10’) 

SN LANDED AT: 5902.67’

NO. OF JOINTS: 1 jts (31.74’)

TOTAL STRING LENGTH:  EOT @ 5935.96’

PERFORATION RECORD

09/13/06    5900-5906’ 4 JSPF     24 holes

09/13/06    5873-5881’ 4 JSPF     32 holes

09/19/06    5570-5580’ 4 JSPF     40 holes

09/19/06    5532-5544’ 4 JSPF     48 holes

09/19/06    5201-5214’ 4 JSPF     52 holes

09/19/06    5160-5166’ 4 JSPF     24 holes

09/19/06    5130-5137’ 4 JSPF     28 holes

09/19/06    5019-5026’ 4 JSPF     28 holes

09/19/06    4968-4974’ 4 JSPF     24 holes

09/19/06    4893-4899’ 4 JSPF     24 holes

09/20/06    4795-4801’ 4 JSPF     24 holes

09/20/06    4761-4768’ 4 JSPF     28 holes

09/20/06    4634-4644’ 4 JSPF     40 holes

Spud Date: 08/21/06

Put on Production: 09/28/06

K.B.: 6013, G.L.: 6001

Anchor @ 5868’

FRAC JOB

09/19/06    5873-5906’ Frac CP5 sands as follows:      

30146# 20/40 sand in 375 bbls Lightning 17 

frac fluid.  Treated @ avg press of 2325 psi

w/avg rate of 25.3 BPM. ISIP 2450  psi. Calc 

flush: 5904 gal. Actual flush: 5376 gal.

09/19/06    5532-5580’ Frac CP1, CP.5  sands as follows:      

55661# 20/40 sand in 468 bbls Lightning 17 

frac fluid.  Treated @ avg press of 1650 psi

w/avg rate of 25.3 BPM. ISIP 1975  psi. Calc 

flush: 5578 gal. Actual flush: 5040 gal.

09/19/06    5130-5214’ Frac LODC  sands as follows:      

90266# 20/40 sand in 656 bbls Lightning 17 

frac fluid.  Treated @ avg press of 2135 psi

w/avg rate of 25.2 BPM. ISIP 2375  psi. Calc 

flush: 5212 gal. Actual flush4662 gal.

09/20/06     4893-5026’ Frac A1, A.5, B2  sands as follows:      

60197# 20/40 sand in 479 bbls Lightning 17 

frac fluid.  Treated @ avg press of 1950 psi

w/avg rate of 25 BPM. ISIP 2200  psi. Calc 

flush: 5024 gal. Actual flush: 4410 gal.

09/20/06    4761-4801’ Frac B.5, C sands as follows:      

50215# 20/40 sand in 423 bbls Lightning 17 

frac fluid.  Treated @ avg press of 2225 psi

w/avg rate of 28.2 BPM. ISIP 2475  psi. Calc 

flush: 4799 gal. Actual flush 4284 gal.

09/20/06     4634-4644’ Frac D1  sands as follows:      

28453# 20/40 sand in 385 bbls Lightning 17 

frac fluid.  Treated @ avg press of 2311 psi

w/avg rate of 14.4 BPM. ISIP 2900  psi. Calc 

flush: 4642 gal. Actual flush: 4436 gal.

7/25/07 Pump change. Updated rod & tubing details. 

10/09/08 Pump Change. Rod & tubing updated.

10/8/09 Tubing Leak. Updated rod & tubing details. 

Initial Production:     BOPD,      

MCFD,     BWPD

DF 11/6/09

POLISHED ROD: 1 1/2” x 22’

SUCKER RODS: 1-2,6’, 8’, x 3/4” pony subs, 99- 3/4”guided rods,100-3/4”

plain rods, 30-3/4” scrapered rods,  6-1 ½” weight rods.

PUMP SIZE: 2 1/2” x 1 1/2” x 13’ x 16’ RHAC

STROKE LENGTH:  86”

PUMP SPEED, SPM: 5 

SUCKER RODS

TD @ 6030’

SHOE @ 6022’

SN 5902.67’

5019-5026’

4968-4974’

5130-5137’

4634-4644’

4761-4768’

4795-4801’

4893-4899’

5160-5166’

5201-5214’

5532-5544’

5570-5580’

5873-5881’

5900-5906’

EOT  5935.96’

Cement Top @80’

January 13, 2011January 13, 2011

Federal 11-17-9-16
Spud Date: 08/21/06 Initial Production: BOPD,
Put on Production: 09/28/06 Wellbore Diagram MCFD, BWPD
K.B.: 6013, G.L.: 6001

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

Cement Top @80' 09/19/06 5873-5906' Frac CP5 sands as follows:

GRADE: J-55 30 146# 20/40 sand in 375 bbis Lightning 17
- - frac fluid. Treated @ avg press of2325 psi

WEIGHT: 24# w/avg rate of 25.3 BPM. ISIP 2450 psi. Calc

LENGTH: 7 jts. (310.79') flush: 5904 gal. Actual flush: 5376 gal.

DEPTH LANDED: 322.64' KB 09/19/06 5532-5580' Frac CP1, CP.5 sands as follows:
55661# 20/40 sand in 468 bbls Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated @ avg press of 1650 psi

CEMENT DATA: 160 sxs Class "G" emt, est 6 bbls emt to surf. w/avg rate of25.3 BPM. ISIP 1975 psi. Cale
flush: 5578 gal. Actual flush: 5040 gal.

09/19/06 5130-5214' Frac LODC sands as follows:
90266#20/40 sand in 656 bbis Lightning 17
frac fluid. Treated @ avg press of2135 psi
w/avg rate of 25.2 BPM. ISIP 2375 psi. Calc
flush: 5212 gal. Actual flush4662 gal.

09/20/06 4893-5026' Frac A1, A.5, B2 sands æ follows:

PRODUCTION CASING 60197# 20/40 sand in 479 bbls Lightning 17
frac fluid. Treated @ avg press of 1950 psi

CSG SIZE: 5-1/2" w/avg rate of 25 BPM. ISIP 2200 psi. Cale

GRADE: J-55 flush: 5024 gal. Actual flush: 4410 gal.
09/20/06 4761-4801' Frac B.5, C sands as follows:

WEIGHT: 15.5# 50215#20/40 sand in 423 bbis Lightning 17

LENGTH: 140 jts. (6008.45') frac fluid. Treated @ avg press of2225 psi
4634-4644, w/avg rate of 28.2 BPM. ISIP 2475 psi. Calc

DEPTH LANDED: 6021.70' KB flush: 4799 gal. Actual flush 4284 gal.

HOLE SIZE: 7-7/8,, 09/20/06 4634-4644' Frac D1 sands as follows:
28453#20/40 sand in 385 bbls Lightning 17

CEMENT DATA: 350 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ 4761-4768' frac fluid. Treated @ avg press of2311 psi

CEMENT TOP: 80, w/avg rate of 14.4 BPM. ISIP 2900 psi. Calc
flush: 4642 gal. Actual flush: 4436 gal.

7/25/07 Pump change. Updated rod & tubing details.
4795-4801, 10/09/08 Pump Change. Rod & tubing updated.

10/8/09 Tubing Leak. Updated rod & tubing details.
TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55

NO. OF JOINTS: 185 jts (5856.2l')
4893-4899'

TUBING ANCHOR: 5868.2 l'

NO. OF JOINTS: 1jts (31.66') 4968-4974'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5902.67'

NO. OF JOINTS: I jts (31.74')
5019-5026'

TOTALSTRINGLENGTH: EOT@ 5935.96' 5130-5137'

5160-5166'

5201-5214' PERFORATION RECORD
SUCKER RODS

5532-5544, 09/13/06 5900-5906' 4 JSPF 24 holes

POLISHED ROD: 1 1/2" x 22- 09/13/06 5873-5881' 4 JSPF 32 holes

SUCKER RODS: 1-2,6', 8', x 3/4" pony subs, 99- 3/4"guided rods,100-3/4"
5570-5580' F

plain rods, 30-3/4" scrapered rods, 6-1 ½" weight rods.
Anchor @ 5868, 09/19/06 5201-5214' 4 JSPF 52 holes

PUMP SIZE: 2 1/2" xl 1/2" x 13' x 16' RHAC 09/19/06 5160-5166' 4 JSPF 24 holes
09/19/06 5130-5137' 4 JSPF 28 holes

STROKE LENGTH: 86
5873-5881' 09/19/06 5019-5026' 4 JSPF 28 holes

PUMP SPEED, SPM: 5 09/19/06 4968-4974' 4 JSPF 24 holes
5900-5906, 09/19/06 4893-4899' 4 JSPF 24 holes

SN5902.67, 09/20/06 4795-4801' 4JSPF 24holes
09/20/06 4761-4768' 4 JSPF 28 holes
09/20/06 4634-4644' 4 JSPF 40 holes

EOT 5935.96'

NEWFIELD

PBTD @ 6000'

Federal 11-17-9-16

2022' FSL & 1854' FWL
SHOE @ 6022'

NE/SW Section 17-T9S-Rl6E
TD @ 6030'

Duchesne Co, Utah

API #43-013-33034; Lease #UTU-

DF l 1/6/09
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